4’ WIDTH=SEE TABLE BELOW
MIN.
TO

ENDWALL

MIN. 5° WIDE CONC. SIDEWALK (OR MATCH EXISTING
SIDEWALK WIDTH), 6" THICKNESS THROUGH DRIVEWAY
(OPTIONAL ON RESIDENTIAL DRIVEWAYS)

2H:1V CURB TAPER

MINIMUM 1'—8" CURB AND GUTTER

(SEE STD. 10.17) OPTIONAL ON
RESIDENTIAL DRIVEWAYS

ASPHALT

10’ CURB. 1.5% (2.00% MAX.)

=-6" CONC.

EXISTING ROADWAY EDGE OF PAVEMENT

R/W — e e e e C— R/W ﬁi ——————————— = ‘sé\
EXISTING %}% >
ROADWAY »
ERSEMS,ET 15” MIN. DIAMETER
_ (EOP) DRIVEWAY CULVERT WITH
1 STANDARD END
1 | om TREATMENT (ENDWALL
& SECTION A=A OR FLARED END
— | oo T SECTION)
— 1 ** NCDOT TO APPROVE
DITCH ON NCDOT SYSTEM
LINE ROAD **
VARIES A=
ASPHALT NOTES:
f—] ASPHALT —
4' MAX. 1. TO BE USED ON ROADS WITHOUT CURB AND

GUTTER AND WHERE CURB AND GUTTER IS NOT
BEING INSTALLED. (MUST MEET BQTH CRITERIA)

2. ALL CONCRETE TO BE 3600 P.S.l. COMPRESSIVE

<»

\\1/# |LAND DEVELOPMENT STANDARDS
QHABIBTTE,

INCLUDES CHARLOTTE ETJ

[ DRIVEWAY WIDTH ) STRENGTH.
DRIVEWAY TYPE MINIMUM MAXIMUM
3. THIS STANDARD IS TYPICALLY FOR COMMERCIAL
RESIDENTIAL: . , APPLICATION. FOR RESIDENTIAL DRIVEWAY
LOCAL/COLLECTOR 10 30 CONSTRUCTION, USE AT THE DISCRETION OF THE
THOROUGHFAREX 15 30° CITY ENGINEER ONLY.
ONE-WAY COMMERCIAL 20’ 30’
LTWO—WAY COMMERCIAL 26’ 50 D
* MUST PROVIDE ON-SITE TURNAROUND
NOT TO SCALE
> CITY OF CHARLOTTE

TYPE IV DRIVEWAY

STD. NO.

10.25F

REV.
13)




